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Somfy promotes building happiness by creating movement in all 

of the openings of a home or commercial structure. 

O�er your customers a better quality of life by surrounding them 

with the convenience of a reliable, quiet yet strong solution for 

their window treatments. 

Somfy Building Happiness
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Identify RTS Control Options
TRANSMITTERS
Hand-Held Remotes
Users can control motorized window coverings by pressing a 
button or rolling a scroll wheel on a variety of hand-held RTS 
remotes.

WireFree� Wall Switches
Users can easily control their motorized window coverings 
when entering or exiting a room with DecoFlex WireFree� 
RTS Wall Switches.

Table Top Remotes
Users can control their motorized window coverings with 
the versatile DecoFlex WireFree� RTS Table Top Accessory 
remote.

RECEIVERS
Users can adjust window coverings powered by standard 
motors, as well as operate incandescent and halogen lights 
and other outdoor devices by using a particular receiver.

INTERFACES
Users can convert Infrared, RS232, RS485 and WiFi protocol 
into RTS, allowing for 3rd party control of motorized window 
coverings.

REPEATER
Users can extend the range of motorized window covering 
control.

SENSORS
Users can set sensors to automatically adjust motorized 
window coverings in accordance to the amount of sunlight 
received, temperature recorded, as well as the speed and 
direction of wind.
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Control Options
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Telis RTS Hand-Held Remote
FEATURES

Telis 4 RTS Pure
Hand-Held Remote

1810633
Telis 1 RTS also available

UP Button

The �my� button acts as a stop button when 
the window covering is in motion. When the 
window covering is stationary, the �my� button 
brings it to the programmed favorite position.

DOWN Button

Channel LED - All 4 lights  will illuminate 
when ��h channel is activated.

Channel Selection Button

Silver             Lounge            Patio

Channel 1
Channel 2
Channel 3
Channel 4
Channel 5

Programming Button 
(recessed)

Back view of 
Remote

Also available in other �nishes:
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Telis Soliris RTS Hand-Held Remote
FEATURES

Telis Soliris RTS Pure
Hand-Held Remote

Telis 4 Soliris RTS also available

Programming 
Button (recessed)

Back view of 
Remote

Patio option also 
available:

UP Button

The �my� button acts as a stop button when 
the window covering is in motion. When the 
window covering is stationary, the �my� button 
brings it to the programmed favorite position.

DOWN Button

When le� LED is lit the window covering will 
only react to wind control. When right LED is 
lit the window covering will react to both sun 
and wind control. 

Channel Selection Button
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Telis RTS Modulis Hand-Held Remote
FEATURES

Telis 4 Modulis RTS 
5 Channel Pure

Hand-Held Remote
1810765

Open/Close buttons

Scroll wheel for incremental tilt 
control of horizontal blinds and 
sheer horizontal products

�my� button for a favorite blind 
position

LED identi�es active channel

Channel Selection Button

Programming 
Button (recessed)

Back view 
of Remote

Channel 1
Channel 2
Channel 3
Channel 4
Channel 5
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Telis 16 Channel RTS Hand-Held Remote
FEATURES

Telis 16 RTS Pure  
16 Channel Hand-Held Remote

1811081

Signal Indicator

On-Screen LCD 
Display

Product Name
(up to 8 characters: 7 
Letters + 1 Number)

Selection Button

Favorite Position 
�my� button
The �my� button acts as 
a stop button when the 
window covering is in 
motion. When the window 
covering is stationary, the 
�my� button brings it to 
the programmed favorite 
position.

Channel Number 
16 channels can be used 
to control 16 individual 
motorized applications or 
16 groups of motorized 
applications.

Product Icon

Channel Navigation 
Buttons

UP Button

DOWN Button

Also available in Silver �nish Back view of Remote

Programming 
Button (recessed)

NOTE: The Telis 16 channel 
remote features an LCD screen 
that numerically displays what 
channel is selected.
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Telis 1 Chronis RTS Hand-Held Remote
FEATURES

Telis 1 Chronis RTS Pure 
Hand-Held Remote

1805237

Signal Indicator 

On-Screen LCD 
Display

Current Time
Low Battery Indicator
Time Slots

Selection Button

Favorite position 
�my� button
The �my� button acts as 
a stop button when the 
window covering is in 
motion. When the window 
covering is stationary, the 
�my� button brings it to 
the programmed favorite 
position.

Vacation Mode
Only displayed when 
function is activated.
Varies schedued time to 
simulate a lived in look.

Programmed Days
2 possible schedules:
Daily schedule - same 
cycle everyday.
Weekday and weekend 
schedule - 2 UP & Down 
times (1 for weekdays & 1 
for weekends)

Channel Navigation 
Buttons

UP Button

DOWN Button

Also available 
in Silver �nish 
1805238 Back view of Remote

Programming 
Button (recessed)
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Smoovefi 1 RTS Wall Switch
FEATURES

LED for visual 
feedback

UP Button

Favorite position
"my" button

DOWN Button

Mounting Bracket

Battery

Programming Button

Back view
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DecoFlex WireFree� RTS Wall Switch
FEATURES

Programming 
Button
(recessed)

5 Channel Button DecoFlex WireFree� 
RTS Wall Switch shown in White Finish

Custom engraved buttons available.

Also available in 
Ivory and Black 
�nish
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LED Indicator Light

Somfy myLinkTM

FEATURES

The Somfy myLinkTM o�ers convenient control of any Radio Technology 
Somfyfi (RTS) motorized application with a smartphone or tablet. It 
consists of a simple plug-in device and free app that transforms the 
experience that users have with there motorized applications.

App Status Indicator -

White O: mobile device can connect 
to the myLink(s) and commands are 
being sent over the local wi� network.

White O with Sight: mobile device 
can connect to the myLink(s) and 
commands are being sent over the 
internet.

White O with !: the mobile device 
cannot connect to a myLink/myLinks.

LED Indicator States -

1. Solid Red: setup mode (out of the box)

a. Re-engage by pressing 
programming button on the side

2. Solid Green: connected to LAN

3. Slow Blinking Green: searching for 
network

4. Quick Red Flash: sending RTS 
command

5. Solid Amber: failsafe mode

V1

V2
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The Sunis Indoor Sensor can be programmed to automatically adjust 
window coverings in accordance to sunlight threshold settings.

Front view with
cover removed

Front view with
cover removed

LED Indicator

ON/OFF 
Selection Switch

Control Setting Panel

Programming Button

Mode Button

Sun Sensitivity
Threshold
Adjustment

Sunis and ThermoSunis Indoor WireFree� 
RTS Sensor
SUNIS FEATURES

THERMOSUNIS FEATURES

Window Sill Mount

Window Mount

The Thermo Sunis Indoor Sensor can be programmed to automatically 
adjust window coverings in accordance to sunlight and/or room 
temperature threshold settings.

Sunlight LED Indicator

ON/OFF Selection Switch

Temperature LED 
Indicator

Sun & Temperature 
Sensitivity 
Threshold Adjustment
Programming Button
Mode Button
Function Selection Switch
Control Setting Panel

Suction cup
for mounting

on window sill
or window

Back View with 
light sensing eye
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The Sunis Outdoor Sensor can be programmed to automatically control 
exterior RTS motorized awnings, screens, shutters and pergolas based 
on sunlight levels. Easily adjustable with 8 levels of sun threshold 
settings.

Back view with
cover removed

Sunis Outdoor WireFree� RTS Sun Sensor
SUNIS FEATURES

Front View

� Totally wireless sun sensor for 
automatic control of exterior 
RTS motorized awnings, 
screens, shutters and pergolas

� Easily adjustable sunlight 
thresholds

� Powered by 2 standard AA 
alkaline batteries

� Simple installation

� Demo mode for testing settings 
without delays

� LEDs for visual status updates

Green LED level 5-8

Red LED level 1-4

Sun levels - +

Green 
programming LED

Red battery LED

Programming 
button
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Understanding
Control Options
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Applies to all Telis RTS
Hand-Held remotes.

The Telis 16 channel remote features an LCD 
screen that numerically displays which channel 
is selected and provides the option to name 
each channel.

*Fi�h channel is
activated when all
4 LEDs illuminate

Telis 4 RTS
Hand-Held Remote

Channel 1:
Individual
Control of
SHADE 1

Channel 2:
Individual
Control of
SHADE 2

Channel 3:
Individual
Control of
SHADE 3

Channel 4:
Individual
Control of
SHADE 4

*Channel 5:
Individual
Control of
DRAPERY

UNDERSTANDING CONTROL OPTIONS: 
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Custom engraved buttons available.

DecoFlex WireFree� RTS
5 Channel Button Version

INDIVIDUAL CONTROL
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Applies to all Telis 
Hand-Held remotes.

The Telis 16 channel remote features an LCD 
screen that numerically displays which channel 
is selected and provides the option to name 
each channel.

*Fi�h channel is
activated when all
4 LEDs illuminate

Telis 4 Modulis RTS
Hand-Held Remote

Channel 1:
Group Control 
of window 
coverings in
FOYER

Channel 2:
Group Control 
of blinds in
BEDROOM

Channel 3:
Group Control 
of window 
coverings in
OFFICE

Channel 4:
Group Control 
of window 
coverings in
KITCHEN

*Channel 5:
Group Control 
of window 
coverings in
LIVING ROOM

UNDERSTANDING CONTROL OPTIONS: 
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DecoFlex WireFree� RTS
Table Top Accessory

GROUP CONTROL

Custom engraved buttons available.
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Applies to all Telis 
Hand-Held remotes.

The Telis 16 channel remote features an LCD 
screen that numerically displays which channel 
is selected and provides the option to name 
each channel.

*Fi�h channel is
activated when all
4 LEDs illuminate

Telis 4 RTS
Hand-Held Remote

Channel 1:
Individual Control
of shade in
BEDROOM

Channel 2:
Individual Control
of shade in
BEDROOM

Channel 3:
Group Control
of blinds in
BATHROOM

Channel 4:
Group Control
of shades in
OFFICE

*Channel 5:
Group Control
of ALL motorized
shades

UNDERSTANDING CONTROL OPTIONS: 
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DecoFlex WireFree� RTS
5 Channel Button Version

INDIVIDUAL AND GROUP CONTROL

Custom engraved buttons available.
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CL32 CORD LIFT WIREFREETM� BATTERY OR TRANSFORMER POWERED

RTS MOTOR RANGE

Side View
ROMAN/WOVEN

SHADE
PLEATED/CELLULAR 

SHADES

12V DC

TILT  50 WIREFREETM� BATTERY OR TRANSFORMER POWERED

Side View

Side View30mm motor diameter

ROMAN/WOVEN
SHADE

2" HORIZONTAL 
BLIND

R28 ROLL UP WIREFREETM RTS� BATTERY OR TRANSFORMER POWERED

12V DC

ROLLER SHADE SHEER HORIZONTAL
SHADE

12V DC

SONESSEfi 30 WIREFREE RTS � LI�ION/BUILT IN RECHARGEABLE BATTERY

Side View30mm motor diameter

ROMAN/WOVEN
SHADE

2" HORIZONTAL 
BLIND

ROLLER SHADE SHEER HORIZONTAL
SHADE

12V DC
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ST40 � SONESSEfi 40 RTS � HARDWIRED OR PLUG�IN

ALTUS 40 � HARDWIRED OR PLUG�IN

ST30 SONESSEfi 30 RTS � TRANSFORMER OR LOW VOLTAGE HARDWIRE

*Please note: If you cannot identify the motor or control being used, 
please contact Somfy customer service at 877-22SOMFY

Side View

Side View

Side View

30mm motor diameter

40mm motor diameter

40mm motor diameter

PLEATED/CELLULAR 
SHADES

PLEATED/CELLULAR 
SHADES

ROMAN/WOVEN
SHADE

ROMAN/WOVEN
SHADE

ROMAN/WOVEN
SHADE

2" HORIZONTAL 
BLIND

2" HORIZONTAL 
BLIND

2" HORIZONTAL 
BLIND

ROLLER SHADE

ROLLER SHADE

ROLLER SHADE

SHEER HORIZONTAL
SHADE

SHEER HORIZONTAL
SHADE

24V DC

110V AC

EXTERIOR
SOLAR SCREENS

ROLLING 
SHUTTER

AWNING

110V AC
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EXTERIOR
SOLAR SCREENS

ROLLING 
SHUTTER

AWNING

RTS MOTOR RANGE

*Please note: If you cannot identify the motor or control being used, 
please contact Somfy customer service at 877-22SOMFY

Side View

Side View

50mm motor diameter

50mm motor diameter

ROMAN/WOVEN
SHADE

ST50 SONESSEfi 50 RTS � HARDWIRED OR PLUG�IN

LT50 RTS CMO � HARDWIRED OR PLUG�IN

ROLLER SHADE

110V AC

110V AC

2" HORIZONTAL 
BLIND

ALTUS 50 � HARDWIRED OR PLUG�IN

Side View
50mm motor diameter

ROMAN/WOVEN
SHADE

2" HORIZONTAL 
BLIND

AWNING ROLLER SHADE

110V AC

EXTERIOR
SOLAR SCREENS

ROLLING 
SHUTTER
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EXTERIOR
SOLAR SCREENS

AWNING

AWNING

50mm motor diameter

50mm motor diameter

60mm motor diameter

SUNEAfi � HARDWIRED OR PLUG�IN

OXIMO � HARDWIRED OR PLUG�IN

ALTUS 60 � HARDWIRED OR PLUG�IN

Side View

Side View

Side View

110V AC

110V AC

110V AC

ROLLING 
SHUTTER

ROLLING 
SHUTTER

EXTERIOR
SOLAR SCREENS

50mm motor diameter

MAESTRIA� � HARDWIRED OR PLUG�IN

Side View

110V AC
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RTS MOTOR RANGE

DRAPERY

DRAPERY

GLYDEA� 35E & 60 RTS � PLUG�IN DRAPERY MOTORS

IRISMO� 35 RTS & 45 WIREFREE RTS DRAPERY MOTORS

Bottom View

Bottom View

110V AC

24V DC 26.5V 
DC
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QUICK PROGRAMMING GUIDE FOR RTS MOTORS
CHECK THE DIRECTION OF OPERATION

If hand-held transmitter direction is not properly programmed,
Eolis/Soliris RTS sensor will not function in the manner it was 
intended. Damage to motorized window covering and injury may 
occur as a result.

During installation, it is mandatory to test and verify the motorized
window covering operates in accordance to the commands from
hand-held transmitter.

Installer or user must verify the following Hand-Held 
transmitter (DOWN) command: 
Awning Installations:  = awning moves outward or extends. 
Shade/Shutter Installations:  = shade/shutter moves downward 
or closes.

Check Directions
Press and hold UP  or DOWN . When pressing DOWN  
product should go down or out. If window covering does not 
correspond with UP  or DOWN  you must REVERSE the 
output direction. To reverse output direction, simply press & hold 
the        (STOP) until the window covering jogs. Output direction 
should now correspond.

SETTING LIMITS
Set the Upper Limit
STEP 1: Bring the window covering to desired UPPER limit stop 
point with the UP  button. Press and hold both         (STOP) and 
DOWN  simultaneously until the application starts to move, 
then release. If the window covering stops when the buttons are 
released, take it back to the UPPER limit and repeat. Stop the motor 
when desired LOWER limit is reached. You can adjust by pressing 
UP  or  DOWN  a�er stopping the motor.

Set the Lower Limit 
STEP 2: Press and hold both (STOP) and UP  simultaneously 
until the application starts to move, then release.  The window 
covering will stop at the UPPER limit that was previously set.

In case of problems with setting of limits during PROGRAMMING 
MODE, turn the power o� to the motor for 2 seconds and then back 
on to reset the motor. Please return to PROGRAMMING MODE to 
initiate programming process.

Con�rm Limit Settings
STEP 3: Press and hold         (STOP) until the window covering jogs 
to con�rm the limit settings. A jog is a brief up and down motion. 
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QUICK PROGRAMMING GUIDE FOR RTS MOTORS
Programming Completed
STEP 4: Press and hold the PROGRAMMING BUTTON on the back 
of the transmitter until the window covering jogs. The window 
covering is now in USER MODE.  In USER MODE, the window 
covering will operate by brie�y pressing the UP  or DOWN         
(or maintained fashion).

USER MODE
ADJUSTING THE LIMITS IN USER MODE

To Change the Lower Limit
STEP 1: Press DOWN  to send the window covering to its current 
LOWER Limit.

STEP 2: Press and hold both UP  and DOWN  simultaneously 
until the window covering jogs.  Adjust to a new LOWER limit 
position.

STEP 3: Press and hold        (STOP) until the window covering jogs, 
to con�rm new limit.

To Change the Upper Limit:
STEP 1: Press UP  to send the window covering to its current 
UPPER Limit.

STEP 2: Press and hold both  UP  and DOWN  simultaneously 
until the window covering jogs.  Adjust to a new UPPER limit 
position.

STEP 3: Press and hold        (STOP) until the window covering jogs, 
to con�rm new limit.

SETTING INTERMEDIATE PREFERRED �MY� POSITION

Press the  or  to operate window covering.  At the desired 
intermediate �my� position press        (STOP) brie�y to stop the 
window covering.  

Once the desired �my� position is reached, press and hold        
(STOP) until the window covering jogs. The �my� position is now 
added to memory.
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QUICK PROGRAMMING GUIDE FOR RTS MOTORS
Activating the �MY� Position
Send the window covering to the �my� position by pressing      
(STOP) from ANY window covering position.

Window covering should be stationary prior to activating �my� 
position function.  If window covering is actively moving (in-motion)
         (STOP) should be pressed twice.

Deleting "MY" Position
Activate window covering to intermediate position, then press and 
hold        (STOP) for 5 seconds.  Window covering will jog to 
con�rming deletion of �my� position.

ADDING OR DELETING A TRANSMITTER
(Single Channel, Multi-Channel, or Sensor)

Programmed Transmitter
STEP 1: Using an already programmed transmitter, select the 
transmitter (single channel) or the channel (1-5 of a multi-channel 
transmitter, or the sensor).  Step 1 should not be performed with 
the transmitter intended for deletion.

STEP 2: Press and hold the PROGRAMMING BUTTON of that 
transmitter or sensor until the window covering jogs.

Transmitter to Add or Delete
STEP 1: Select the transmitter (single channel) or  the channel, (1-5 
of a multi-channel transmitter, or the sensor) to be added or 
deleted.

STEP 2: Press and hold the PROGRAMMING BUTTON of that 
transmitter or sensor until the window covering jogs.
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QUICK PROGRAMMING GUIDE FOR RTS MOTORS
RESETTING ALL PRE�PROGRAMMED LIMIT SETTINGS & 
CHANNELS

R28 WireFreeTM Roll Up Motors LT-30 RTS 12V DC
Using a paper clip, press and hold the 
PROGRAM BUTTON located on the motor 
head until window covering jogs 3 times, 
then release button.  All transmitters and 
limits will be erased (motor is now reset to 
FACTORY MODE). Motor limits will need to 
be reestablished.  Please return back to 
PROGRAMMING MODE to initiate 
programming process.

ST30 Sonessefi 30 24V DC
Using a paperclip, press and hold the 
PROGRAM BUTTON (approximately 15 
seconds) until the window covering jogs 
3 times. All transmitters and limits will be 
erased (motor is now reset to FACTORY 
MODE).  Motor limits will need to be 
reestablished.  Please return back to 
PROGRAMMING MODE to initiate 
programming process.

CL32 Cord Li� WireFreeTM RTS Motors
Using a paperclip, press and hold the 
PROGRAM BUTTON, located on the back side 
of the motor casing until window covering 
jogs 3 times, then release button.  All 
transmitters and limits will be erased (motor 
is now reset to FACTORY MODE.)  Motor 
limits will need to be reestablished. Please 
return back to PROGRAMMING MODE to 
initiate programming process.
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QUICK PROGRAMMING GUIDE FOR RTS MOTORS
RESETTING ALTUS RTS 110V AC

Perform a Dual Power Cut to delete all previous settings and return 
motor to FACTORY MODE.

When the window covering stops, press and hold the 
PROGRAMMING BUTTON of any transmitter until the window 
covering jogs twice. Do not release the PROGRAMMING 
BUTTON until the jogging is complete or you will have to 
start the dual power cut from the beginning. 

Remove plug from 
power for 2 seconds.

Plug  in power cord for 
10 seconds.

Remove plug from 
power for 2 seconds.

Plug  in power cord.
Window covering will 

begin to move.

Step 1 Step 2

Step 3 Step 4
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BEFORE YOU BEGIN

Motors are shipped without limit switch 
settings and transmitter IDs.
Steps (1-6) must be completed to ensure 
proper shade programming and function-
ality. Power should ONLY be connected 
to current shade being programmed. All 
other shades should be disconnected from 
their respective power while programming is in progress. While program-
ming (step 4), shade should not be inactive for longer than 2 minutes or 
motor will exit programming mode.

PROGRAMMING INSTRUCTIONS ARE FOR USE WITH TELIS 1 & 4, 
DECOFLEX 1 � 4, MODULIS OR TELIS 1 CHRONIS TIMER
The following illustrations and instructions represent the Telis hand-held 
remote and may also be applied to the DecoFlex WireFree� RTS Switch 
and Telis 1 Chronis Timer.

Telis 4 
RTS Transmitter

Telis 1 
RTS Transmitter

Telis 4 Modulis RTS Transmitter
(With tilt wheel)

DecoFlex 
WireFree� RTS Switch (Standard)

UP DOWN

STOP

UP

STOP 

DOWN

UP

STOP 

DOWN STOP 

MY/STOP

DOWN

DOWN

UP

UP

LED 
Channel
Indicator

LED Channel
Indicator

LED Channel
Indicator

Channel
Selector

Channel
Selector
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CONNECT POWER TO MOTOR

INITIATE PROGRAMMING � �FOR USE WITH TELIS 1 & 4, 
DECOFLEX 1 � 4, MODULIS OR TELIS 1 CHRONIS TIMER�

STEP 2:

STEP 1:

1) Connect 12V battery wand or 
transformer to the motor.
Motor should already be 
installed in the blind.

For Single Channel Transmitters (Telis 1, Modulis, Telis 1 
Chronis Timer or DecoFlex 1)

1) On the transmitter, press and hold the UP and DOWN 
buttons simultaneously until the blind jogs (blind slats have a 
short up and down tilt movement).

For Multi-Channel Transmitters (Telis 4, DecoFlex 4)

1) Using the channel selector, select the desired channel.
2) On the transmitter, press and hold the UP and DOWN buttons 
simultaneously until the blind jogs.

NOTE: This step cannot be performed if the transmitter has previously 
been programmed (paired) to the blind.

UP DOWN

STOP



46

QUICK PROGRAMMING GUIDE FOR 
TILT 50 WIREFREETM RTS MOTORS

UP DOWN

STOP

UP DOWN

STOP

my

my

my

my

CHECK POLARITY �BLIND DIRECTION�   NOTE: MUST BE 
DETERMINED BEFORE SETTING BLIND LIMITS

STEP 3:

Press and hold the DOWN button and con�rm the blind tilts down.
Press and hold the UP button and con�rm the blind tilts up.
   - If blind direction is correct, continue to Step 4.
   - If blind direction is not correct (in reverse), press and hold the MY
     (Stop) button on the transmitter for 2 seconds.
     Blind will jog. Blind direction is now corrected.  
     Blind movement should now correspond to the direction button on the
     transmitter.

TELIS MODULIS DECOFLEX

my

my

my

mymy

SETTING LIMITS �SLAT POSITIONS�

Starting with slats in down (closed) position

STEP 4:

1. Press and hold the UP or DOWN button 
on the transmitter to reach the desired lower 
limit (slat position).

Press and 
hold UP or 
DOWN button
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my

my

my

mymy

my

my

my

mymy

my

my

my

mymy

my

my

my

mymy

my

my

my

mymy

my

my

my

mymy

Starting with slats in up (closed) position

1. Press and hold the UP or DOWN button 
on the transmitter to reach the desired lower 
limit (slat position).

2. Once the desired lower limit (slat position) 
is reached, press and hold the MY (Stop) and 
UP buttons simultaneously until the blind 
begins to tilt upward, then release.

3. Press the MY (Stop) button when the blind 
reaches the desired upper limit (slat position). 
If necessary, adjust the desired slat position 
with a brief press of either the UP or DOWN 
button.

4. Once desired upper limit (slat position) is 
reached, press and hold the MY (Stop) and 
DOWN buttons simultaneously until the blind 
begins to tilt downward, then release.

Press and 
hold UP or 
DOWN button

Press MY 
(stop) button

Press MY 
(stop) and 
DOWN button

Press MY 
(stop) and 
DOWN button

Press MY 
(stop) and 
UP button

5. Once the blind stops at the previously set 
lower limit (slat position), press the MY (Stop) 
button for 2 seconds until the slats jog. This 
con�rms both limits (slat positions).

To complete programming, proceed to STEP 5.

Press MY 
(Stop) button 
(for 2 seconds)

2. Once the desired upper limit (slat position) 
is reached, press and hold the MY (Stop) and 
DOWN buttons simultaneously until the blind 
begins to tilt downward, then release.
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To complete programming, proceed to STEP 5.

Press the MY (Stop) button when the blind 
reaches the desired lower limit (slat position). If 
necessary, adjust the desired slat position with 
a brief press of either the UP or DOWN button.

Once desired lower limit (slat position) is 
reached, press and hold MY (Stop) and UP 
buttons simultaneously until the blind begins to 
tilt upward, then release.

Once the blind stops at the previously set upper 
limit (slat position), press the MY (Stop) button 
for 2 seconds until the slats jog. This con�rms 
both limits (slat positions). my

my

my

mymy

my

my

my

mymy

my

my

my

mymy

Press MY 
(stop) 
button

Press MY 
(stop) 
button

Press MY 
(stop) and 
UP button

my

COMPLETING AND EXITING PROGRAMMING MODESTEP 5:

Using a paperclip or pen, press and hold the PROGRAM button on 
the back of the transmitter or remote switch until the blind jogs once. 
TRANSMITTER IS NOW MEMORIZED AND PROGRAMMING IS COMPLETE.

NOTE: If power is disconnected from the blind before Step 5 is completed, 
THE TRANSMITTER WILL NOT BE MEMORIZED to the programmed blind. 
However, limits (slat positions) will remain programmed. If this occurs, go 
back and repeat step 2 (Initiate Programming). Then omit step 4 (Setting 
Limits) and resume with step 5.

Program
button

Telis transmitter
(back view)

DecoFlex
switch

my






















































































































































